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. Tén mau : SIKADUR 732
Name of sample  THU NGHIEM THEO HOP PONG NGUYEN TAC SO KT3-0093/TN16

- S0 luong maw/ Quantity: 01 (02 b/ sets)

- Ngay nhan maw/ Date of receiving: 28/06/2016

. Noi giri mau : CONG TY SIKA HU'U HAN VIET NAM
Customer Pwong 56 10, KCN Nhon Trach 1, Nhon Trach, Pong Nai

. Thoi gian thir nghiém/ Testing duration: 29/06/2016 — 01/08/2016
. Biéu kién thir nghiém/ Test condition:
- Viéc gia cong mau thir nghiém do Phong Thir nghiém Xay dung thyc hién theo huéng din trén bao b
The preparation of samples was carried out by Civil Engineering testing Lab according to instructio
on packing
- Dicu kién nhiét do [t ] va d6 Am tuong doi [RH] bao dudng miu:
Temperature and relative humidity condition
* Phong tron mau va thir maw/ Mixing room and testing room : t = [23£2]°C;RH>50%
. Két qua thir nghiém/ Test results:

Tén chi tiéu Phuong phap thir Két qua
Characteristics Test method thir nghiém
Test result
7.1. Khoi luong thé tich & 7 ngay tud, kg/m® | TCVN 3121 : 2003 1472
Density at 7 days
7.2. Cudng d6 nén & 7 ngay tudi, MPa | ASTM D 695 - 10 60,9
Compressive strength at 7 days
7.3. Cudng d6 chiju kéo & 7 ngay tudi, MPa | ASTM D 638 - 10 30,3
Tensile strength at 7 days
7.4. B¢ gian dai khi dut & 7 ngay tudi, % | ASTMD 638 - 10 2,92
Elongation at break at 7 days
7.5. Cudng do két dinh/ Bond Strength, MPa | ASTM C 882 - 2005
* 2 —ngay/ day 7.8
* Vitri pha huy/ Position of the fracture A
* 14 —ngay/ day 14,8
* Vi tri phd huy/ Position of the fracture B

1. Cdc ket qua thir nghiém ghi rong phiéu ndy chi ¢6 14 tri d61 vdi miu do khach hang giri dén./ Test results are valid for the namely submitted sample(s) only.

2. Khéng duge trich sao mét phén phicu két qua thi nghigm nay néu khdng co sy dong ¥ biing viin bin ctia Trung tam K§ thuit 3. N/A: khéng dp dyng.
This Test Report shall not be reproduced, except in full, w ithout the written approval of Quatest 3

3. Tén mau, tén khach hing duge ghi theo yéu ciu cia nai 8w maw.! Name of sample and customer are written as customer’s request,

4. B§ khéng dam bao do mé rong ude hegng duge tinh véi k = 2. mue tin cdy 95 %. Khéch hing ¢ thé lién hé theo dia chi durgi dé biét thém thong tin.

Estimated expanded unc ertainty of measurement with k = 2, at 95 % confidence level. Please contuct Quatest 3 at the below address for further information

Ghi chw/ Notes: A: Vat liéu két dinh (keo)/ Bonding material
B: Bé tong/ Concrete
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